








TX10 Medserver Features & Specifications

The Artromick TX10 Mobile Computing Medserver offers
a highly-advanced technology platform in a maneuverable
and trim-line workstation. Efficient nursing workflow and
medication management is enhanced by the Artromick
TX10 Medserver though a small profile that permits simple
navigation to the point-of-care.

Medication organization and security are assured with

a configurable storage area that is compatible to a host

of medication packaging and automation systems. The
motorized height adjustment feature of the Artromick
TX10 Medserver positions the monitor and keyboard to the
user’s preference and permits electronic documentation
while standing or seated. Best of all, configurable
computing performance give your IT team flexibility and
works in concert with a powerful battery system to provide
reliable data management and extended charge times.

The robust power system with available Power\Watch™
monitoring is customized to make sure your PC solution
attains the longest run-times possible...a critical
requirement for healthcare mobile computing. This
innovative technology is a core feature of the TX10
Medserver and part of a complete solution that gives
your facility the finest next-generation mobile computing
medserver available.

Features

e Flexible platform for a choice of computing options:
Laptop, All-In-One PC, Tablet or Thin Client

e Fasy-to-reach spiral power cord

e Power status display on LCD

e PowerWatch™ power system monitoring (optional)

¢ Integrated power conditioning system
e |ntegrated USB hub

e Retractable mouse tray

e 104-key keyboard on retractable tray
e Modular bin / storage drawers

e Keyless access with auto-relocking

e Wireless remote security control (optional)

e Electronic vertical height adjustment

e Advanced casters with 2 locking

Benefits

e 360 watt-hours of usable power for cord-free mobile computing

e |mproved workflow and accuracy
e Safe and ergonomic design

e Advanced medication security and control

e Lightweight design for easy maneuverability

e Customized medication / supplies storage

Power Conditioning System Specifications
115 VAC (range 90-130 VAC) or
230 VAC (range 180-260)

2 channels 12-24 VDC
1 channel 5 VDC
unless Datalux is used

Input Voltage:

Output Voltage:

Charger: Multi-Stage Smart Charger

Battery Type: 12V sealed lead acid with 50 amp hours

for extended run times

15 amp DC breaker

Battery status on LCD display
Tested to FCC Class A, Part 15

Short-circuit:

Status Indicator:

Regulatory:

Standard Cart Specifications
16" x 19.5"
40.5cm x 49.5cm

18"x 13" with integrated forward-facing handles
46cm x 33cm

Work Surface Height: 31.75"-43.5"

80cm-110cm

49"-61" including monitor

124cm-155cm

Formed steel, aluminum,
high-density polymer work surface

Base Dimensions:

Work Surface Area:

Medserver Height:

Construction:

Finish:
Wheels:

Durable powder coat

2 locking, 2 standard, tracking optional

Specifications, availability & components are subject to change without notice.

www.artromick.com

Artromlcku © Artromick, 2008 Form A-140

800 848 6462
614 864 9966

4800 Hilton Corporate Drive
Columbus, Ohio 43232



